VEGI\@-INIK

FX-R permanent magnetic lifters

® Wide angle prism for secure load positioning.

¢ Wider magnetic contact area for a safer hold
of the load.

¢ Wide range of applications for circular
materials from @25 mm fo @560 mm.
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Max Load Capacity I\gax Load Dimensions Weight
Models kg c;;raoarglfy mm
oane circuar  (mm) L | B | H |HI| R [ xy KO
FX-R100 | 100kg ”%?Egmm 8 161 | 70 | 68 | 132 | 136 | 30/42| 4
FX-R225 | 225kg “gzzsofgmm 10 | 205] 98 | 90 | 170 | 190 |42/53 | 95
FX - R450 | 450 kg “&%?gmm 20 | 288|126 | 112 | 207 | 228 | 517621 22
FX -R750 | 750 kg ‘2’7;’5%7£gmm 20 | 361|170 | 142 | 262 | 21 | 60776 | 49
FX - R1200 | 1200 kg “f%%éggmm 10 | 472 | 248 | 190 | 334 | 409 | 68789 | 127
FX - R1800 | 1800 kg Q”f%%éggmm 10 | 648 | 248 | 190 | 334 | 534 | 68/89 | 182

Safety factor 3,5 / Test Method EN 13155 / max. Operating Temperature 80°C
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